Product Information & Solutions

Spark 64
Spark 64 is a phosphate free formulation designed to provide effective cleaning, deodorization, and
disinfection specifically for hospitals, nursing homes, schools, food processing plants, transportation
terminals, office buildings, manufacturing facilities, lodging establishments, retail businesses,
athletic/recreational facilities, amphitheaters, convention centers, and households where housekeeping
is of prime importance in controlling the hazard of cross contamination. Spark 64 is a one step
detergent disinfectant that is effective against a broad spectrum of bacteria, is virucidal* (including
HIV-1, HBV and HCV) and inhibits the growth of mold and mildew and their odors when used as
directed. Spark 64, when used as directed, is formulated to disinfect the following hard non-porous
inanimate environmental surfaces: floors, walls, metal surfaces, stainless steel surfaces, glazed porcelain,
glazed ceramic tile, plastic surfaces, vanity tops, shower stalls, bathtubs, and cabinets.
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DISINFECTION , CLEANING, DEODORIZING DIRECTIONS:
(See product label for complete use directions)
To disinfect inanimate, hard, non-porous surfaces add 2 ounces of Spark 64 per gallon of water. Apply
solution with a mop, cloth, sponge, hand pump trigger sprayer or low pressure coarse sprayer so as to
wet all surfaces thoroughly. Allow to remain wet for 10 minutes, then remove excess liquid.
For heavily soiled areas, a pre-cleaning step is required. Prepare a fresh solution for each use.
Non-Acid Toilet Bowl Disinfection/Cleaner Directions: Remove gross filth prior to disinfection. From
concentrate: Add 2 ounces per gallon to the toilet bowl and mix. Brush thoroughly over exposed
surfaces and under the rim, allow to stand for 10 minutes and flush.
To disinfect food processing premises: Before using this product, food products and packaging
materials must be removed from the area or carefully protected. For floors, walls, and storage areas, add
2 ounces of Spark 64 per gallon of water. For heavily soiled areas, a pre-cleaning step is required. Apply
solution with a mop, cloth, sponge, hand pump trigger sprayer or low pressure coarse sprayer so as to
wet all surfaces thoroughly. Allow to remain wet for 10 minutes, then remove excess liquid. After use, all
surfaces in the area must be
thoroughly rinsed with potable water.
EPA Reg. No. 47371-37-9829 • EPA Est. No. 6885-CA-01
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TECHNICAL SPECS:
Appearance
PH
Fragrance
Color
Specific Gravity
VOC Content
Vapor Pressure
Solubility in Water

Liquid
7.5 - 8.5
Pine
Red
1.0
<6
< 17 mm Hg
Complete
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